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APPLICATIONS

CHEMICAL COMPOSITION (%) (Typical values, all weld metal)

< 0.03 0.65 - 1.00 1.00 - 2.50 18.00 - 20.00 11.00 - 14.00

  

 

PRODUCT SPECIFICATION

Solid welding wire for stainless steel 316L

Yield Strength Tensile Strength

< 0.75 < 0.03

Elongation

MECHANICAL PROPERTIES (Typical values, all weld metal)

CLASSIFICATION

GENERAL DESCRIPTION

Diameter (mm) 0.8 1.0 1.2  

≥ 80 J (20°C)

GENERAL INFORMATION

Polarity DC+

≥ 510 MPa ≥ 25%

Shielding gas Ar/CO2 (M12: EN ISO 14175) or Ar/O2 (M13: EN ISO 14175)

Packing 15 kg spool (in a cardboard box)

  

Lastifil 804

Solid welding wire for semi or fully automatic welding of stabilized and/or low carbon austenitic stainless steels of the 18/8 Mo 

variety.

It provides excellent resistance against pitting type corrosion and exhibits outstanding intergranular corrosion resistance up to 350 

°C (660 °F).

Welds are porosity free.

The surface quality of this wire guarantees trouble free wire feeding.

Chemical, petrochemical and pharmaceutical industries.

Applications where chlorine ions can be encountered.

Marine environment applications.

Dairy and food processing equipment.

Welding positions All

2.00 - 3.00 < 0.03  

Impact Strength

N/mm² N/mm² 5d (%) Charpy V notch (ISO-V)

≥ 320 MPa

Tips & tricks  

The information in this document is based on intensive tests and is accurate to the best of our knowledge. Do note that these values are only typical values for tests in 

accordance to prescribed standards. The suitability of the product should always be confirmed by qualification tests before use in any application. The information can be 

changed without previous notice.
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